Pixel Pitch P0.78125 P0.9375 P1.25 P1.5625 P1.875
LED type Mini4 in 1 Mini4 in 1 SMD1010 SMD1010/1212 SMD1010/1515
Pixel density
1638400 137778 640000 409600 284444
(dots/squaremeter)
MeoduleResolution 192X216 320X180 240X135 192X108 608X90
Meodule size
(widthx helght) 150x168.75 300X168.75 300X168.75 300X168.75 300x168.75
Box size(mm) 600x337.5X27.5 600x337.5X275 600x337.5X27.5 600x3375x27.5 600x337.5X275
Cabinet resolution 768X512 640x360 480X270 384X216 320x180
Cabinet module
composition 4x2 %2 %2 %2 %2
(width x height)
Box weight(kg) 4.5
maintenance mode Pre maintenance
Cabinet material die-casting aluminum
Brightness (Nits) =600
Color temperature (K) 1000-18500 adjustable
Perspective
(horizontal'vertical) 170° / 170°
Brightness/Chroma
ticity Uniformity =99.8%
contrast ratio 10000 : 1
Frame Frequency 50/60
Driving method Constant current drive1/48 sweep
Gray scale 16bit
Refresh rate (Hz) 3840
Maximum power
consumption 350
approximately (wm?)
Average power
consumption (w/m?) 190
protection grade IP31

Power supply
requirements

AC90-264V,47-63Hz

Standards

CCC/CE/RoHS/FCC/CB/TUV/IEC




