Technical
parameters

Model PH1.5625 PH1.953125 PH2.064 PH3.91
Lamp package SMD1010 SMD1010/1212 SMD1515 SMD2020
Pixel density (Dots/m? 409600 262144 147456 65536
Module size (mm) 250x125x34mm (LxHxT)
Module resolution 160x80 128x64 96x48 64x32
IC Optional
Refresh rate CHz) 3840-7680
Repetition frequency (Hz) 50860
gray scale (bit) 12-16 adjustable
Signal interface mode HUB75
Module bottom shell material Silicone soft shell
Module weightckg/pcs ) 0.34

Cabinet size

Can be customized according to the module size

Cabinet material

Sheet metal sandblasted iron cabinet

Cabinet flatness (mm)

<0.2

IPgrade

IP31

Installation/maintenance

Front and rear installation & maintenance

Optical property

Brightness (nits )

600-3000 nits

Color temperature (K)

3000-10000 adjustable

Uniformity of luminance =297%
Para e Horizontallvertical view =160°/=140°
Contrast ratio 333.3340278
Module supply voltage DC (V) 5
Maximum module current DC 3D 3.5 3.3 )
Electric o Maximum power consumption 17.5 1715 155 175
Working input voltage AC (V) 110-220
Peak power (w/m?) 560 560 560 560
Average power consumption 186 186 186 186
Typical life value (hrs) 100
Operation operating temperature range -10—50
Storage temperature range -20—60
Paranfes operating humidity range 20—85%
storage humidity range (RH) 20—80%




